
 

 

 

User Instructions & Information –  Face shield Nirashield S2 

According to EU Regulation 2016/425 Appendix II, 1.4 and EN 166:2001 

 

The Face shield “Nirashield S2” was developed for personal protection purpose during Covid-19 

threat. 

This eye protection device / Face shield meets the basic health and safety requirements of the PPE 

EU-Regulation 2016/425. 

Instructions for use 

 The face shield Nirashield S2 protects against drops and splashes of liquids. It therefore reduces the 
risk of droplet infection. Due to its design, full protection against viruses, bacterias or other 
biological agents is only given to a limited extent. 

 The face shield Nirashield S2 is designed to protect medical professionals, emergency workers and 
others involved in curbing the spread of the corona virus, from the risk of droplet infections. The face 
shield is therefore also suitable for other areas of public life and work. The face shield does not offer 
protection against mechanical impact, shocks, splinters or other mechanical hazards. 

 The face shield can be combined with safety glasses, personal corrective glasses and respiratory 
masks. 

 The plastic parts and visor can be cleaned with a mild soapy water. Reuse of the plastic parts 
(headband and bottom reinforcement) after disinfection with alcohol-based disinfectants is at the 
discretion of the user. In medical application, the visor is intended for single use. 

 Harmlessness: The materials used for the face shield are not known to be harmful to the user or 
cause skin irritation. However, materials that come into skin contact may cause allergic reactions to 
sensible people. 

 Visors should be replaced if they are scratched, cracked or otherwise damaged, show changes in 
shape or color, have been exposed to chemicals, oils or greases,  excessive heat or have been 
exposed to the sun for a long time. Damage may not be visible to the end user. 

 
Materials: 

 Headband: LD-PE (Low Density Polyethylen) 

 Bottom Reinforcement: LD-PE (Low Density Polyethylen) 

 Visor / clear cut: PET (Polyethylenterephtalat) 

 Elastic headband: textile rubber (Polyester and natural rubber) 

  



 

 

Assembly 

 
  

   

First Step:  First hang the 

visor on one side in the outer 

loop of the headband. 

2nd Step: Press the Visor into 

the two middle lugs. 

3rd Step: Then hang the visor 

in the last outer loop. To do so, 

the headband must be bent as 

shown in the illustration. 

   

4th Step: Hang the textile 

rubber into the hanger on one 

side. Note: The rubber should 

be placed under the visor. 

5th Step: Pull the rubber tight 

and then push the visor 

between the rubber and the 

headband. 

6th Step: Repeat steps 4 and 5 

on the other side of the 

headband. If necessary 

shorten the textile rubber. 

   

7th Step: Squeeze the visor 

slightly and insert the bottom 

reinforcement through both 

lower holes. The nose points 

away from the visor. 

8th Step: Rotate the bottom 

reinforcement by 180 

degrees. 

9th Step : Clip the bottom 

reinforcement into the visor 

by pressing it between your 

fingers. 



 

 

Storage Instructions 

The period of use is 1 year after the date of manufacture. 

Disposal information 

The face shield components can be recycled. The user is responsible for the disposal of contaminated 

components. 

Other warnings 

The face shield Nirashield S2 is not suitable for the following purposes:  

 Protection against mechanical influences and hazards 

 Protection against burning, decomposing or chemical substances such as acids, light sources, gases 

or vapors of any kind 

 Protection against sparks or radiation 

 Protection against ionizing or non-ionizing radiation 

 Use during any activity with or near flames or heat-emitting devices 

The face shield Nirashield S2 can only guarantee the indented safety if properly installed and adjusted. 

Removable parts must not be worn separately. 

Wear recommendation 

It is recommended to wear Nirashield S2 in combination with a certified respiratory protection (e.g. 

mouth-nose-protection according DIN EN 14) 

Cleaning instructions 

This eye-protection deviced can be cleaned with mild soapy wather. Only fine, lint-free cloths should be 

used for drying. The product can be disinfected with alcohol-based cleaning agents. In the event of 

contamination, the product must be disposed at the discretion of the user. 

Disclaimer  

When used for the purpose described, the face shield Nirashield S2 meets the requirements of EU 

Regulation 2016/425 for personal protective equipment. It also meets the requirements of the European 

harmonized standard EN 166:2001 (partially applied). This eye protection product has been tested and 

certified by the notified body: ECS GmbH, Hüttfeldstrasse 50, 73430 Aalen, Germany (NB 1883). 

The Product Nirashield S2 Standard large is marked as follows: 

 NIRA 1 3 CE (Manufacturer,optical class, field of use: liquids, CE-Marking) 

The marking can be found on the packaging unit. 

One packaging unit contains between 20 and 70 Nirashield. 

Manufactured and placed on the european market by: 
Nira KSV GmbH, Pforzheimer Strasse 95, 75417 Mühlacker, Germany. 


